
١٤٠٥نيمه دوم مهر ماه  آلباترون  TVI/CVI قيمت محصولات ليست



31,700,000 43,000,000 37,500,000

AC-DH1020-SL AC-DH1050-E AC-DH2220-DSCA/28
 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

24 SMD LED

45m IR Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case

 
5.0 Megapixel Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

24 SMD LED

45m IR Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case

 
2.0 Megapixel HDTVI Camera

1/2.9" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

2 Dual LED

30m Warmlight, 40m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

Support Audio in TVI & CVI Mode

(Compatible With Dahua Recorder)

 
2.0 Megapixel HDTVI Camera

1/2.9" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

6 Power LED

40m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

Support Audio in TVI & CVI Mode

(Compatible With Dahua Recorder)

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

6 Power LED

40m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

 
2.0 Megapixel HDTVI Camera

1/2.9" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 Power LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

Support Audio in TVI & CVI Mode

(Compatible With Dahua Recorder)

35,900,000 46,200,000 35,900,000

AC-DH2620-WSCA AC-DH2650-WSA AC-DH2420-WSCA



AC-DH2920-DSCA AC-DH2920-WSCA AC-DH2950-DSA
 
2.0 Megapixel HDTVI Camera

1/2.9" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 Dual EXIR LED

30m Warmlight, 40m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

Support Audio in TVI & CVI Mode

(Compatible With Dahua Recorder)

IP67, Metal Ball, Easy Installation

 
2.0 Megapixel HDTVI Camera

1/2.9" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

Support Audio in TVI & CVI Mode

(Compatible With Dahua Recorder)

IP67, Metal Ball, Easy Installation

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 Dual EXIR LED

30m Warmlight, 40m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP67, Metal Ball, Easy Installation

AC-DH2950-WSA AC-DH2720-WSCA AC-DH2750-DSA

48,600,000 46,800,000 60,100,000

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP67, Metal Ball, Easy Installation

 
2.0 Megapixel HDTVI Camera

1/2.9" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

Support Audio in TVI & CVI Mode

(Compatible With Dahua Recorder)

IP67, Metal Ball, Easy Installation

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 Dual EXIR LED

30m Warmlight, 40m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP67, Metal Ball, Easy Installation

58,300,000 46,800,000 60,100,000



55,400,000

AC-DH2350-WSA
 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

6 Sunny LED

40m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case



AC-BH5920-WS AC-BH5950-DSA AC-BH5950-WSA
 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case, Easy Installation

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 Dual EXIR LED

30m Warmlight, 40m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

AC-BH5820-DS AC-BH5820-WS AC-BH5820-WS/28

42,300,000 58,400,000 56,700,000

 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 Dual EXIR LED

30m Warmlight, 40m IR Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case, Easy Installation

 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case, Easy Installation

 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

2.8mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case, Easy Installation

45,900,000 44,200,000 44,200,000



44,400,000 60,000,000 58,300,000

AC-BH5820-WS/B AC-BH5850-DSA AC-BH5850-WSA
 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case, Easy Installation

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 Dual EXIR LED

30m Warmlight, 40m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

4 Dual EXIR LED

40m Warmlight, 60m IR Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case

 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

4 EXIR LED

40m Warmlight Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case

58,500,000 48,000,000 46,200,000

AC-BH5850-WSA/B AC-BH6920-DS AC-BH6920-WS



AC-BH6950-DSA AC-BH6950-WSA AC-BH7050-DSA
 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

4 Dual EXIR LED

40m Warmlight, 60m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

4 EXIR LED

40m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

4 Power Dual EXIR LED

50m Warmlight, 60m IR Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

AC-BH7050-WSA AC-BH7150-WSA AC-BH6650-WSA

62,200,000 60,500,000 66,400,000

 
5.0 Megapixel HDTVI Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

4 Power EXIR LED

50m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

 
5.0 Megapixel Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

8 Power LED

50m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case

 
5.0 Megapixel Camera

1/2.8" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

2560(H) × 1920(V) Resolution

DWDR, 3DNR, AWB, BLC

9 Sunny LED

50m Warmlight Length

OSD Menu by UTC (output 4-in-1)

Built in MIC

IP66, Metal Case, Easy Installation

64,600,000 61,300,000 56,000,000



42,200,000 34,300,000

AC-BH5720-WS AC-BH5220-WSL
 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm F1.2 Starlight Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal Case, Easy Installation

 
2.0 Megapixel Camera

1/2.9" Starlight CMOS Sensor

3.6mm Fixed Lens

1920(H) × 1080(V) Resolution

DWDR, 3DNR, AWB, BLC

3 EXIR LED

30m Warmlight Length

OSD Menu by UTC (output 4-in-1)

IP66, Metal-Plastic (Makrolon) Case

Easy Installation



4CH H.265 5MP-Lite XVR 

4CH Camera + 1CH IP Camera

Preview : 4*(5MP-Lite@20)fps

Record : 4*(5MP-Lite@12/4MP-Lite@17/1080P@15/1080P-Lite@25)fps

4CH Playback 

Support 4CH SMD, 4CH Perimeter/Tripwire 

Support Face Detection 1CH (Special Firmware, Not At The Same Time As SMD)

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 1080P & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB 

1/1Ch Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-7104ZFN-A1

142,500,000

4CH H.265 Real 5MP XVR 

4CH Camera (Analog & IP)

Preview : 4*(5MP@12)fps

Record : 4*(5MP@12/4MP@15/1080P@25)fps

4CH Playback 

Support SMD (Human/Vehicle Clasification For 4CH)

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

4/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-9104ZFN-4KL/A4

186,500,000

4CH H.265 4K-Lite & Real 5MP XVR 

4CH Camera + 2CH IP Camera

Preview : 4*(8MP-Lite@15/5MP@12)fps

Record : 4*(8MP-Lite@15/5MP@12/4MP@16/1080P@25)fps

4CH Playback (2CH@15fps + 2CH@1fps) 

Support 4CH SMD, 4CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 4K & VGA Video Simultaneous Output, Analog Video Output (BNC)

1 SATA HDD Up to 10TB

4/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface, RS-485 Port

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-9104ZHN-4KL/A4

190,900,000



AAD-9104ZHN-4KL/A4W

207,400,000

4CH H.265 4K-Lite & Real 5MP XVR With Internal Wi-Fi Board & Antenna

4CH Camera + 2CH IP Camera

Preview : 4*(8MP-Lite@15/5MP@12)fps

Record : 4*(8MP-Lite@15/5MP@12/4MP@16/1080P@25)fps

4CH Playback (2CH@15fps + 2CH@1fps) 

Support 4CH SMD, 4CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 4K & VGA Video Simultaneous Output, Analog Video Output (BNC)

1 SATA HDD Up to 10TB

4/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface, RS-485 Port

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

اين دستگاه با دارا بودن برد وای فای داخلی به همراه آنتن بيرونی، امکان اتصال بيسيم به شبکه از طريق 
مودم و روتر و انتقال اطلاعات و اينترنت را به کاربر می دهد

New Ultra Model

8CH H.265 5MP-Lite XVR 

8CH Camera + 2CH IP Camera

Preview : 8*(5MP-Lite@12)fps

Record : 8*(5MP-Lite@12/1080P-Lite@25)fps

8CH Playback

Support 8CH SMD, 8CH Perimeter/Tripwire

Support Face Detection

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB 

1/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-7108ZFU-A1

172,000,000

8CH H.265 5MP-Lite XVR 

8CH Camera + 4CH IP Camera

Preview : 8*(5MP-Lite@20)fps

Record : 8*(5MP-Lite@12/1080P@15)fps

8CH Playback (4CH@12fps + 4CH@1fps)

Support 8CH SMD, 4CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI & VGA Video Simultaneous Output, Analog Video Output (BNC)

1 SATA HDD Up to 10TB 

4/1 CH Audio In/Out, 2*USB - 1*10/100 Mbps LAN Interface, RS-485 Port

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-7108ZHN-A4

185,500,000



16CH H.265 5MP-Lite XVR 

16CH Camera + 4CH IP Camera

Preview : 16*(5MP-Lite@12)fps

Record : 16*(5MP-Lite@6/4MP-Lite@8/1080P-Lite@16)fps

16CH Playback

Support SMD (Human/Vehicle Clasification For 16CH)

Support Face Detection (Special Firmware, Not At The Same Time As SMD)

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-7116ZFN-A1

317,400,000

8CH H.265 4K-Lite & Real 5MP XVR 

8CH Camera (Analog & IP)

Preview : 8*(4K-Lite@15/5MP@12)fps

Record : 8*(4K-Lite@9/5MP@8/4MP@10/1080P@20)fps

8CH Playback 

Support SMD (Human/Vehicle Clasification For 8CH)

Support Face Detection (Special Firmware, Not At The Same Time As SMD)

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB (Change Adaptur to 12V/5A)

4/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-9108ZFN-4KL/A4

275,000,000

8CH H.265 4K-Lite & Real 5MP XVR 

8CH Camera + 4CH IP Camera

Preview : 8*(4K-Lite@15/5MP@12)fps

Record : 8*(4K-Lite@9/5MP@8/1080P@20)fps

8CH Playback 

Support 8CH SMD, 4CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 4K & VGA Video Simultaneous Output, Analog Video Output (BNC)

1 SATA HDD Up to 10TB

4/1Ch Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface, RS-485 Port

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-9108ZHN-4KL/A4

280,500,000



AAD-7116ZHN-A1

326,700,000

16CH H.265 5MP-Lite XVR 

16CH Camera + 4CH IP Camera

Preview : 16*(5MP-Lite@12)fps

Record : 16*(5MP-Lite@6/4MP-Lite@8/1080P-Lite@16)fps

16CH Playback

Support 16CH SMD, 8CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

16CH H.265 4K-Lite & Real 5MP XVR 

16CH Camera + 4CH IP Camera

Preview : 16*(4K-Lite@15/5MP@12)fps

Record : 16*(4K-Lite@9/5MP@8/1080P@20)fps

16CH Playback

Support 16CH SMD, 8CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

4/1Ch Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface, RS-485 Port

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-9116ZHN-4KL/A4

425,700,000

AAD-7116ZHN-A1W

343,800,000

16CH H.265 5MP-Lite XVR With Internal Wi-Fi Board & Antenna

16CH Camera + 4CH IP Camera

Preview : 16*(5MP-Lite@12)fps

Record : 16*(5MP-Lite@6/4MP-Lite@8/1080P-Lite@16)fps

16CH Playback

Support 16CH SMD, 8CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1/1 CH Audio In/Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers
اين دستگاه با دارا بودن برد وای فای داخلی به همراه آنتن بيرونی، امکان اتصال بيسيم به شبکه از طريق 

مودم و روتر و انتقال اطلاعات و اينترنت را به کاربر می دهد



32CH H.265 4K-Lite & Real 5MP XVR 

32CH Camera (Analog & IP)

Preview : 32*(4K-Lite@15/5MP@12)fps

Record : 32*(4K-Lite@7/5MP@6/1080P@15)fps

16CH Playback

Support 16CH SMD, 8CH Perimeter/Tripwire

Support Face Detection

Support LPD

Support AOC In TVI Mode (DAC Technology / Broadcast Quality Audio)

Pentabrid (Analoge,AHD,CVI,TVI,IP)

HDMI 4K & VGA Video Simultaneous Output, Analog Video Output (BNC)

2 SATA HDD Each Up to 10TB

4/1 CH Audio In/Out, 4/1 Alarm In/Out, 2*USB

1*10/100/1000 Mbps LAN Interface, RS-485 Port

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

AAD-9232ZHN-4KL/A4

905,300,000



١٤٠٥الباترون نيمه دوم مهر ماه   IP ليست قيمت محصولات



Tripwire

Line Crossing

قابليت عبور از خط امكان كنترل تردد بين دو محدوده در تصوير متناسب با سوژه مد نظر از قبيل انسان يا خودرو را 

به سيستم مي دهد.

Perimeter

Intrusion

قابليت كنترل محدوده تردد مجاز/غير مجاز امكان نظارت بر تردد در محدوده هاي تعيين شده در تصاوير را به 

سيستم مي دهد.

FD

Face Detection

قابليت تشخيص چهره با جستجوي اجزاي صورت انسان در تصوير، توانايي پيدا كردن چهره انسان را داشته و مي 

تواند با جدا كردن قسمت مربوط به چهره، آن را در قالب عكس ذخيره كند تا بتوان چهره فرد مورد نظر را به صورت 

دستي با جستجو بين تمام تصاوير چهره ها پيدا كرد.

FR

Face Recognition

قابليت شناسايي چهره با ذخيره تصاوير چهره هاي تشخيص داده شده در قالب اطلاعات و امكان دريافت پايگاه داده 

از چهره هاي افراد مختلف، امكان مقايسه و تطبيق چهره هر فرد با پايگاه داده براي انجام قابليت هاي نظير جستجوي 

چهره هوشمند، كنترل تردد هوشمند و ثبت ورود و خروج هر فرد را به كاربر مي دهد.

Loitering
قابليت پرسه زني امكان تشخيص حضور بلند مدت فرد در محدود تحت نظارت و رفت و آمد مكرر و پرسه زدن فرد در 

محيط را به كاربرد مي دهد تا بتوان در اين صورت امكان هشدار فعال محيط و هشدار به كاربر را به سيستم اضافه نمود.

People Counting
قابليت شمارش افراد امكان شمارش تعداد افراد حاضر در يك محدوده يا شمارش افراد در حال عبور از يك منطقه به 

منطقه اي ديگر در تصوير را به سيستم مي دهد.

لغت نامه پارامترهاي هوشمند محصولات

Human/Vehicle

Classification

قابليت تشخيص حركت هوشمند دو جزء مهم تصاوير يعني انسان و خودرو را تشخيص داده و از ساير اجزاي تصوير 

جداسازي ميكند تا بتوان به اين وسيله، امكان ذخيره سازي، نظارت و هشدار هوشمند را به سيستم نظارت تصويري 

اضافه نمود.

LPD

Licence Plate 

Detection

قابليت تشخيص پلاك با تشخيص خودرو در تصوير، پلاك خودرو را در قالب يك كادر تشخيص داده و عكس پلاك را 

ذخيره ميكند تا بتوان به صورت دستي پلاك مورد نظر را با جستجو در بين عكس تمام پلاك ها پيدا كرد.

LPR

Licence Plate 

Recognition

قابليت شناسايي پلاك با تشخيص پلاك خودرو و سپس با فناوري هوشمند تبديل تصاوير يه متن بهينه شده با زبان فارسي، حروف و اعداد 
تصوير پلاك را به متن تبديل كرده و در قالب اطلاعات ذخيره مي كند و با امكان جستجو به زبان فارسي و امكان اضافه كردن پايگاه داده از 

پلاك هاي مختلف، مي توان به راحتي پلاك مورد نظر و تصاوير مربوط به آن را از بين تمام پايگاه داده پيدا كرد.



AC-DI29500PI-WSAF-IF AC-DI29500P-WSAH-IF

AC-DI29200PU-WSAF-IF AC-DI29200P-WSAF-IF

1/2.9" 2.4Megapixel New Starlight CMOS Sensor

Main Stream 2.0MP (1920*1080)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/2.9" 2.4Megapixel Starlight CMOS Sensor

Main Stream 2.0MP (1920*1080)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

77,300,000 77,300,000

1/3" 5.0Megapixel Starlight CMOS Sensor

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Integrated PoE (Onboard)

Fara View Mobile Monitoring, VMS Monitoring

1/3" 5.0MP Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

94,900,000 98,900,000



AC-DI29500P-WSAF-IF AC-DI27500P-WSAF-IF

1/3" 5.0Megapixel Starlight CMOS Sensor

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/3" 5.0Megapixel Starlight CMOS Sensor

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

AC-DI29500PI-WSAH-IF/ADS-B AC-DI29510P-WSAF-IF

103,300,000

Active Deterrence Camera

1/3" 5.0MP Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Microphone & Speaker, Two Way Audio

DWDR, 3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length, Red & Blue LED

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Integrated PoE (Onboard)

Fara View Mobile Monitoring, VMS Monitoring

98,900,000 98,900,000

1/2.7" 5.0Megapixel Starlight CMOS Sensor

Pro Series 16:9 Ratio

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

2.8mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

132,200,000



AC-BI59200P-WSAF-IF AC-BI58500P-WSAH-IF

AC-BI59200P-WSAX-IF AC-BI59200PU-WSAF-IF

1/3" 2.4Megapixel New Starlight CMOS Sensor

Main Stream 2.0MP (1920*1080)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/2.9" 2.4Megapixel New Starlight CMOS Sensor

Main Stream 2.0MP (1920*1080)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

75,100,000 75,100,000

1/2.9" 2.4Megapixel Starlight CMOS Sensor

Main Stream 2.0MP (1920*1080)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/3" 5.0MP Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

75,100,000 97,200,000



1/3" 5.0Megapixel Starlight CMOS Sensor

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

4 EXIR LED, 40m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/3" 5.0MP Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

5 Power EXIR LED, 60m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

99,500,000 111,400,000

AC-BI58500P-WSAF-IF AC-BI69500P-WSAH-IF

1/3" 5.0Megapixel Starlight CMOS Sensor

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

3 EXIR LED, 30m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/3" 5.0MP Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

4 EXIR LED, 40m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation 

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

97,200,000 99,500,000

AC-BI69500P-WSAF-IF AC-BI75500P-WSAH-IF



1/1.8" 5.0Megapixel Super LowLight CMOS Sensor

Dual Board (Processor & Sensor)

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

4.0mm F1.0 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

4 Power EXIR LED, 50m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection)

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

176,500,000 134,100,000

1/3" 5.0MP Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

4 Power EXIR LED, 50m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/1.8" 5.0Megapixel Super LowLight CMOS Sensor

Dual Board (Processor & Sensor)

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

4.0mm F1.0 Starlight Advanced Fixed Lens

Built in Microphone

3DNR, HLC, BLC

5 Power EXIR LED, 60m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection)

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

181,600,000106,100,000

1/2.7" 5.0Megapixel Starlight CMOS Sensor

Pro Series 16:9 Ratio, Dual Board (Processor & Sensor)

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

4 Power EXIR LED, 50m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

AC-BI70500P-WSAH-IF AC-BI75500P-WZAF-IF

AC-BI70500P-WZAF-IF AC-BI70510P-WSAF-IF



1/2.8" 8.0Megapixel SONY STARVIS IMX415 Sensor

Dual Board (Processor & Sensor)

Main Stream 8.0MP (3840*2160)@20fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

4 EXIR LED, 40m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

Licence Plate Detection (LPD With Software Update)

IP67 Metal Case, 12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/2.8" 8.0Megapixel SONY STARVIS IMX415 Sensor

Dual Board (Processor & Sensor)

Main Stream 8.0MP (3840*2160)@20fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

4 Power EXIR LED, 50m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

Licence Plate Detection (LPD With Software Update)

IP67 Metal Case, Easy Installation, 12VDC, Smart PoE 

Board

Fara View Mobile Monitoring, VMS Monitoring

172,100,000 185,500,000

105,300,000 135,000,000

Active Deterrence Camera

1/3" 5.0MP Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 5.0MP (2880*1620)@25/30fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Microphone & Speaker, Two Way Audio

DWDR, 3DNR, HLC, BLC

4 EXIR LED, 40m Warmlight Length, Red & Blue LED

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Perimeter, Tripwire

IP67 Metal Case, Easy Installation

12VDC, Integrated PoE (Onboard)

Fara View Mobile Monitoring, VMS Monitoring
اين محصول داراي قابليت شناسايي چهره و تطبيق چهره ها با پايگاه داده براي جستجوي

هوشمند چهره افراد و امكان كنترل و ثبت تردد هوشمند مي باشد.
4K هاي 32  كانال و 16 كانال XVR سازگار با دستگاه هاي با پردازنده  هاي سيليكون به جز

AC-BI69610P-WSAH-IF/FR

AC-BI69810P-WSAF-IF AC-BI70810P-WSAF-IF

AC-BI68500PI-WSAH-IF/ADS
1/2.9" 3K Starlight CMOS Sensor, HiSilicon Chipset

Main Stream 6.0MP (3200*1800)@25fps

Face Recognition(FR)

H.265/H.264 Encoding, Dual Stream

6.0mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone, 120dB WDR, 3DNR, HLC, BLC

4 EXIR LED, 40m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Recognition

Perimeter, Tripwire, Loitering, People Counting

IP67 Metal Case, Easy Installation 

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring



اين محصول توانايي شناسايي پلاك و ثبت پارامترهاي آن براي جستجوي هوشمند، با پشتيباني كامل از 
حروف و اعداد فارسي و تطبيق پلاك با پايگاه داده ها و كنترل تردد را دارد.

266,000,000 211,500,000

1/2.8" 8.0Megapixel SONY STARVIS IMX415 Sensor

Dual Board (Processor & Sensor)

Main Stream 8.0MP (3840*2160)@20fps

H.265/H.264 Encoding, Dual Stream

2.8~12mm F1.6 Starlight Advanced Motorized Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

(6+4) Dual EXIR LED, 80m Warmlight, 90m IR Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

Licence Plate Detection (LPD in 5MP Resolution)

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/2.8" 8.0Megapixel SONY STARVIS IMX415 Sensor

Dual Board (Processor & Sensor)

Main Stream 8.0MP (3840*2160)@20fps

H.265/H.264 Encoding, Dual Stream

16mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

(6+4) Dual EXIR LED, 80m Warmlight, 90m IR Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

Licence Plate Detection (LPD in 5MP Resolution)

IP67 Metal Case, Easy Installation

12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

253,500,000 196,000,000

AC-BI70810P-DSAF-ZIF AC-BI70810P-DSAF-IF16

AC-BI70210P-DSAF-IF16/LRAC-BI70210P-DSAF-ZIF/LR

اين محصول توانايي شناسايي پلاك و ثبت پارامترهاي آن براي جستجوي هوشمند، با پشتيباني كامل از 
حروف و اعداد فارسي و تطبيق پلاك با پايگاه داده ها و كنترل تردد را دارد.

1/2.9" 2.4Megapixel Starlight CMOS Sensor

Dual Board (Processor & Sensor)

Main Stream 2.0MP (1920*1080)@30fps

Licence Plate Recognition (LPR in 2MP Resolution)

Resolution up to 5Megapixel

H.265/H.264 Encoding, Dual Stream

16mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

(6+4) Dual EXIR LED, 80m Warmlight, 90m IR Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection)

IP67 Metal Case, 12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring

1/2.9" 2.4Megapixel Starlight CMOS Sensor

Dual Board (Processor & Sensor)

Main Stream 2.0MP (1920*1080)@30fps

Licence Plate Recognition (LPR in 2MP Resolution)

Resolution up to 5Megapixel

H.265/H.264 Encoding, Dual Stream

2.8~12mm F1.6 Starlight Advanced Motorized Lens

Built in Microphone

120dB WDR, (Inside SD Card Support), 3DNR, HLC, BLC

(6+4) Dual EXIR LED, 80m Warmlight, 90m IR Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection)

IP67 Metal Case, 12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring



1/2.8" 8.0Megapixel SONY STARVIS IMX415 Sensor

Dual Board (Processor & Sensor)

Main Stream 8.0MP (3840*2160)@20fps

H.265/H.264 Encoding, Dual Stream

3.6mm F1.6 Starlight Advanced Fixed Lens

Built in Microphone

120dB WDR, 3DNR, HLC, BLC

4 Power EXIR LED, 50m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection), Face Detection, 

Perimeter, Tripwire, Loitering, People Counting

Licence Plate Detection (LPD With Software Update)

IP67 Metal Case, 12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring اين محصول توانايي شناسايي پلاك و ثبت پارامترهاي آن براي جستجوي هوشمند، با پشتيباني كامل از
حروف و اعداد فارسي و تطبيق پلاك با پايگاه داده ها و كنترل تردد را دارد.

291,000,000 175,900,000

AC-BI75210P-WSACF-Z4IF/LR AC-BI72810P-WSAF-IF
1/2.9" 2.4Megapixel Starlight CMOS Sensor

Dual Board (Processor & Sensor)

Main Stream 2.0MP (1920*1080)@30fps

Licence Plate Recognition (LPR in 2MP Resolution)

Resolution up to 5Megapixel

H.265/H.264 Encoding, Dual Stream

6~22mm F1.6 Starlight Advanced Motorized Lens

Built in Microphone

120dB WDR, SD Card, 3DNR, HLC, BLC

5 Power EXIR LED, 60m Warmlight Length

Onvif (Compatible with Dahua, Hikvision, Maxron & etc)

Private Protocol With Z Series XVR & NVR

SMD (Human/Vehicle Detection)

IP67 Metal Case, 12VDC, Smart PoE Board

Fara View Mobile Monitoring, VMS Monitoring



ANR-9110i-4K

177,600,000

20Ch H.265 4K (8.0MP) NVR

160Mbps Incoming Bandwidth

20Ch Live View, Up to 8.0MP Resolution for Preview & Playback

Decode Capacity : 2*(4K@25fps)

Playback 16Ch (Main Stream + Sub Stream) 

Ai By Camera (Full Channel LPD, SMD, Face Detection, Perimeter, Tripwire)

Ai By NVR (4Ch SMD, 4Ch Face Detection, 4Ch Perimeter/Tripwire)

Digital Audio Support

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1 Ch Audio Out, 3*USB 2.0, 1*10/100/1000 Mbps LAN Interface, RS-485

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

ANR-9120H-4K

250,300,000

10CH H.265 4K (8.0MP) NVR

80Mbps Incoming Bandwidth

10Ch Live View, Up to 8.0MP Resolution for Preview & Playback

Decode Capacity : 1*(4K@25fps)

Playback 10CH (Main Stream + Sub Stream) 

Ai By Camera (Full Channel SMD, Face Detection, Perimeter, Tripwire)

Digital Audio Support

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1 CH Audio Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers
ANR-8110F-4K

CALL

10CH H.265 4K (8.0MP) NVR

100Mbps Incoming Bandwidth

10Ch Live View, Up to 8.0MP Resolution for Preview & Playback

Decode Capacity : 1*(4K@25fps)

Playback 10CH (Main Stream + Sub Stream) 

Ai By Camera (Full Channel LPD, SMD, Perimeter, Tripwire)

Ai By NVR (1Ch Face Recognition, 4Ch SMD, 4Ch Perimeter/Tripwire)

Digital Audio Support

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1 CH Audio Out, 2*USB 2.0, 1*10/100 Mbps LAN Interface

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers



32Ch H.265 4K (8.0MP) NVR

200Mbps Incoming Bandwidth

32Ch Live View, Up to 8.0MP Resolution for Preview & Playback

Decode Capacity : 4*(4K@25fps)

Playback 16Ch (Main Stream + Sub Stream) 

Ai By Camera (Full Channel SMD, Face Detection, Perimeter, Tripwire)

Ai By NVR (8Ch SMD, 4Ch Face Detection, 8Ch Perimeter/Tripwire)

Digital Audio Support

HDMI 4K & VGA Video Simultaneous Output

2 SATA - Each HDD Up to 10TB

1 Ch Audio Out, 3*USB 2.0, 1*10/100/1000 Mbps LAN Interface, RS-485

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

ANR-9232H-4K

329,500,000

20Ch H.265 4K (8.0MP) NVR

120Mbps Incoming Bandwidth

20Ch Live View, Up to 8.0MP Resolution for Preview & Playback

Decode Capacity : 4*(4K@25fps)

Playback 16Ch (Main Stream + Sub Stream) 

Ai By Camera (Full Channel LPD, SMD, Perimeter, Tripwire)

Ai By NVR (1Ch Face Recognition, 4Ch SMD, 4Ch Perimeter/Tripwire)

Digital Audio Support

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1 Ch Audio Out, 3*USB 2.0, 1*10/100/1000 Mbps LAN Interface, RS-485

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

ANR-9120i-4K

239,300,000

32Ch H.265 4K (8.0MP) NVR

200Mbps Incoming Bandwidth

32Ch Live View, Up to 8.0MP Resolution for Preview & Playback

Decode Capacity : 4*(4K@25fps)

Playback 16Ch (Main Stream + Sub Stream) 

Ai By Camera (Full Channel SMD, Face Detection, Perimeter, Tripwire)

Ai By NVR (8Ch SMD, 4Ch Face Detection, 8Ch Perimeter/Tripwire)

Digital Audio Support

HDMI 4K & VGA Video Simultaneous Output

1 SATA HDD Up to 10TB

1 Ch Audio Out, 3*USB 2.0, 1*10/100/1000 Mbps LAN Interface, RS-485

P2P support, Onvif

IOS-Andriod FARA VIEW App, Adaptive Iran & International Servers

ANR-9132H-4K

296,500,000



FZ4000G

FARA - Z MODEM 4G/LTE USB Modem

ASR1803S chip platform

Built-in antenna / Plug and Play

FDD-LTE 150Mbps & TDD-LTE 130Mbps Cat4

Compatible With Z Series XVR & NVR

Power : 5~18V/0.5~1A

89.6mm*28.6mm*13mm / 50g

 اين مودم با دستگاه های سری زد همخوانی کامل داشته و از طريق اتصال يو اس بی، اينترنت پر سرعت را
 در اختيار کاربر می گذارد. به وسيله اين مودم می توان از قابليت ارسال اس ام اس دستگاه های سری زد

FZ4000Gاستفاده نمود

67,800,000

3 Output Relay Box

1 Output With 12VDC

1 RJ45 Web Management Interface

Compatible With Z Series XVR

12VDC Input (Without Adaptor)

 اين محصول به وسيله کابل شبکه به رکوردرهای سری زد متصل شده و با تعريف و پياده سازی سناريوهای
 مختلف از طريق رکوردر و منوی خود محصول می توان از قابليت های تشخيص انسان و خودروی دوربين و
 ،رکوردر در جهت فعال سازی خروجی محصول استفاده نمود تا خروجی تجهيزاتی از قبيل آژير، تلفن کننده

 فرمان به دزدگير و ساير تجهيزات فرمان پذير را فعال کرد و از دوربين ها به عنوان دتکتور محيطی با هوش
مصنوعی و دقت بسيار بالا استفاده نمود

FARA AI ALARM BOX

51,700,000


